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On arrival ground should be checked for stones and hazards that could damage the pool surface. 

Pre checks should be carried out for underground services (such as water, electrics etc.) that could 

interfere with safety fencing. 

Safety Fencing should be installed for the 11M X 12.5 M Pitch Size. (On grass stakes driven into the 

ground approx. 1ft through green or blue mesh fencing – On Concrete/hardstanding post and cones 

or low level ped barrier should be used) 

White pool groundsheet should be laid out and pegged to the ground or weighted with sandbags to 

secure 

At this stage the pool should be unloaded using 2 personnel and laid out ontop of ground sheet. 

Power source should now be located and 16amp mains cable run to the site. Cable should be 

covered using protective mat. 

Small inflator should now be used to inflate the pool surround, once the pool bounces back on touch 

remove the inflator and replace cap. 

The pool can now be filled from water source. Hosepipes should be covered with protective mat, 

standpipe gauge hose should be fenced off. 

The small loading platform should also be inflated with pool blower, once inflated cap replaced and 

platform placed as per site plan. 

Whilst the pool is filling, Gazebo tent should erected using 2 personnel and staked into the ground or 

weighted with sandbags in location specified on the plan. 

The power source now at the perimeter should have the two sockets and switch cable attached for 

ball blower and sound system. These should be covered with ‘dri boxes’ 

All cables should be checked for damage upon laying out, all cables must be covered once laid. 

Queue lane can also be installed, ensure adequate width (1.2M) for wheel chairs and buggys. White 

posts and bunting are available for this. 

During the fill process the pool should be checked for leaks in both the external air filled structure 

and main pool bottom containing water. 

Minnimum pool depth should be 25cms 

 

 

 

The Balls should be unpacked carefully and individually onto a groundsheet or tarpaulin. 

The ball should be unfolded and zip checked for any signs or damage or wear. 

Silicone lubricant should be sprayed along the length of the zip 

The zip should then be opened and closed (But not latched into its end positon 10 times 

Method Statement – The Balls 

Method Statement - Setup 
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Air should now be inserted into the ball using blower closing zip whilst pulling away from the handle 

Once the ball is full and your hand bounces back on slapping the ball quickly rmove blower pipe and 

seal the ball. 

At this stage re lubricate the lip along the full length. 

Attatch a guyline to the ball anchor point and check the ball all over for damage marks cuts and 

holes. 

Float the first ball on the pool and secure to the gazebo pole. 

Repeat this process with all balls. 

On completion pull in the balls deflate and lay on the groundsheet/tarpaulin. 

During hot weather balls should be stored out of the sun to stop condensation and prevent 

discolouration of the balls. 

 

 

 

 

On the day having completed all of the above checks you are ready to operate. 

Open the queue ensuring the disclaimer board is clearly visible at the entrance. 

As customers reach the end of the queue welcome them and explain the loading process as below. 

They should be informed of the following: 

All sharp and loose objects should be removed from there person including: dangly earrings, 

watches, phones, wallets, coins etc. 

Shoes should be removed on the loading mat. 

Rides last 5 mins. (or less depending on the client) 

They must climb into the ball and sit down 

Air will be blown into the ball 

The ball will then be sealed and they must help you by slowly crawling towards the pool. 

Should they wish to get out early they should wave and shout to attract attention. 

 

Balls should be placed onto the platform and some air blown into them to make space 

The rider should then be invited to climb into the ball on the platform and sit down (This is very 

important) 

Insert the tube into the ball near the end of the zip 

Pull the zip closed up to the tube whilst holding the handle and pulling the zip away from it. 

Method Statement - Operation 
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Turn on the inflator check the rider is happy during inflation 

Check the ball has suitable air by slapping the side and checking your hand bounces back.  

Remove the tube and quickly close the zip ensuring it latches at the end. 

No air should be seaping from the zip. 

Close the water proof cover and Velcro closed 

Indicate to the rider to crawl towards the pool, assist them using handles into the pool 

Start the timer for the numbered ball. (max ride time is 5mins) 

Continue this process for the other balls until a timer reaches 5 mins at which stage you should 

remove this ball. 

Call the rider in, it may be necessary to walk around the pool perimeter and pull the ball ack to the 

loading platform. 

On busy events it can be advantageous to have a member of staff located in the pool. 

Drag the ball onto the loading platform and open the zip – pulling away from the handle. (This is 

important to stop damge to the zip. 

Allow the rider to climb out. 

3 Balls allows for a rotation of 5 mins per ride with 1 or 2 operators. 

Balls should be checked throughout operation and re lubricated with silicone spray every ten rides. 
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Risk Assessment 
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To book or for more information call or 

email on: 

 

01582 518309 

info@zorbuk.com 
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